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similar manner, so the proper antenna 
heights can be calculated from the existing 
4,000-mc data. Nevertheless it seems 
advisable to conduct some tests to obtain 
further knowledge about matters pertain-
ing to this type of terrain and the effect 
of, for instance, salt storms on the path 
attenuation. Often the antenna at one 
end of a path is located several hundred 
feet higher than the one at the low end, 
which is only a few feet above ground, to 
keep the direct radio path within the 
limits of the first Fresnel zone. In such 
cases it may become physically impossible 
to mount a 6,000- or 11,000-mc antenna 
low enough. 
Paths with multiple reflecting surfaces 
present a more complicated problem. 
The loss to the direct signal contributed 
by even Fresnel zone reflections from each 
surface separately may not be severe, but 
if the antenna heights are not properly 
selected the reflections from two or more 
surfaces will no doubt coincide during 
some bending condition. The combined 
effect can be severe enough to make the 
circuit unreliable. To predict without 
testing how the 6,000- and 11,000-mc 
transmissions will behave at present an-
tenna heights is very difficult, if not im-
possible. I t is necessary to have a com-
plete and accurate knowledge of the paths 
with respect to the location and elevation 
of all reflecting surfaces, as well as obstruc-
tions. Such information cannot be ob-
tained from maps and, until further tests 
have been made, it does not seeem ad-
visable to rely on the available 4,000-mc 
data. The surest way is to make antenna 
height versus path loss tests at all pro-
posed frequencies. The 4,000-mc an-
tenna heights were selected so as to avoid 
coinciding reflections from the various sur-
faces. With the closer spacings between 
the Fresnel zones at the higher frequencies 
it becomes even more of a problem to find 
antenna heights which will prevent co-
inciding reflections. Of course, a common 
antenna may be used if the reflections are 
blocked by a nearby obstruction, which in 
itself is not a reflecting surface. 
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THE SYSTEM to be investigated in this paper is shown in Fig. 1. Γη par-
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of the system when a step function is ap-
plied to the input. 
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sidered pulse-width modulators in which 
the duration of the pulse applied to the 
system at the nth sampling instant was 
related to the error signal at the nth 
sampling instant. Since the pulse width 
can be no larger (in time) than the sam-
pling period, a saturation effect between 
the pulse width and the sampled-error 
signal was necessarily introduced in his 
analysis. Kaiman, on the other hand, 
discussed saturating systems in which 
the pulse width of sampled-error signal 
was small compared to the time constants 
of the system in which case the pulse could 
be accurately replaced by an impulse. 
This same assumption is made when the z-
transform3·4 or modified ^-transform6 are 
used to analyze linear sampled-data sys-
tems. Kaiman was not primarily con-
cerned with the analysis of these systems 
but rather with the problems involved in 
controlling such systems in some optimum 
fashion. Consequently, he talked about 
these systems in rather general terms and 
presented some concepts which can be 
used in finding this controlling function. 
In this paper the study will be these 
saturating sampled-data systems using 
the difference equations which describe 
the sampled-error signal as the starting 
point of the analysis. This approach to 
the problem differs from that used by Kai-
man and the objectives of this study are 
also different. The first investigation will 
concern the stability requirements of 
these systems and then a method will be 
given to obtain a digital filter which 
will force these systems to follow step or 
ramp inputs when saturation is present. 
Two illustrative examples will be given to 
clarify the ideas involved. 
Requirements for Stability 
For this study the most convenient 
manner to describe the system is in terms 
of the sampled-error signal, E(n), and its 
various derivatives. For notational con-
venience we shall use the following defini-
tions (see Fig. 1): 
E(n) = e(t)\t = nT C(n) = c(t)\t = nT 
E(n). 
E(n): 
d[e(t)] 
dt 
dHe(t)] 
C(n) = 
d[c(t)] 
dt2 
CM-
dt 
d*[c(t)] 
(1) 
dt2 
R(n) = r(t)\t = nT 
T is the sampling period of the system 
and n, the independent variable of the 
difference equations, numbers the sam-
pling period. 
To form the difference equations which 
Fig. 1 . A saturating 
sampled-data feed-
back system 
270 Mullin—Stability of Saturating Sampled-Data Systems Ju^Y 1959 
describe the sampled-error signal, proceed 
as follows. The linear differential equa-
tion relating c(t) to H(n), which is 
constant over any sampling interval, is 
solved for c(t) during the nth sampling 
interval and differentiated (p—ΐ) times 
where p is the order of G(s) in Fig. 1. If 
these equations are evaluated for t—(n-\-
1)Γ, then p first-order difference equa-
tions which describe the sampled output 
in terms of H(n) are obtained. By sub-
stituting C(n)=R(n)-E(n), C{n)=R-
(n)—E(n), etc., into these equations and 
noting that H(n)=f[E(n)], the p first-
order difference equations which involve 
only the sampled input and sampled-
error signals are formed. The sampled 
error is used as the dependent variable 
because the input and error terms 
separate. This would not be the case 
if the sampled output is used as the 
dependent variable since H{n) =f[R(n) — 
C(n)]. This method of determining the 
difference equation is completely general 
and does not depend upon the type of 
nonlinear element which follows the hold 
circuit in Fig. 1. However, in this paper 
the concern will be only with a single-
valued saturating nonlinearity which 
might be represented in a piecewise linear 
fashion, for example, by equation 2. 
!
KE0; E(n)>KE0 
KE(n);-KEo<E(n)<^ 
-KEo; E(n)<-KEo 
(2) 
K is the gain of the linear region of the 
saturating element. Assume that the 
linear part of the system, i.e., G(s) in Fig. 
1, has at least one but not more than 
(p— 1) integrators. This means that the 
step-function response of the linear part 
of the system of Fig. 1 may contain terms 
involving t% t2, t3 . . . tKt but K<(p-1). 
Then, under these conditions, for any 
finite sampling period, it can be shown6 
that the magnitude of the sampled-error 
signal is bounded. This means that the 
sampled-error signal must have one of two 
properties: 1. it can approach a constant 
value, i.e., an equilibrium point in the 
phase space, and 2. it can approach a 
periodic solution in the phase space, i.e., 
a limit cycle. 
Due to the assumption that G(s) 
possesses at least one integrator, it is 
known that if the sampled-error signal 
approaches a constant value, this constant 
value is zero. Also known is the fact 
that if any oscillations are to occur then 
these oscillations must take place about 
the origin. Again, the reason for this is 
that there is at least one integrator in 
G(s) and feedback from output to input. 
The system is defined stable if, to a 
bounded input, there corresponds a 
bounded output, and the system is not 
capable of maintaining self-sustained 
oscillations. It has been indicated that 
the error signal (or output) is bounded 
and we would now like to develop a condi-
tion which must be satisfied if no 
limit cycle is to exist in the saturated sys-
tem. For the systems investigated the 
difference equations which describe the 
sampled-error signal are: 
E(n+l)=[fn(E(n),T)]E(n)+ 
fu(T)E(n)+MT)£(n)+ . . . (3A) 
έ(η+1)=\ΜΕ(η),Τ)]Ε(η)+ 
MT)E(n)+MT)£(n)+ . . . (3B) 
£(n+l)=\S31(E(n),T)]E(n)+ 
MT)E(n)+MT)E(n)+ . . . (3C) 
In these equations the nonlinear terms 
appear only as coefficients of E(n) since 
there is an amplitude-dependent non-
linearity; the other coefficients are func-
tions of only T, the sampling period. 
Also, the equations are not symmetrical, 
ί-e., fij(T)5*fji(T). If the system is to 
be stable, then there exists a steady-state 
value of the error signal (which for systems 
with integrators is zero) called Ess(n), 
which can be obtained from equation 3(A) 
with E(n-\-l)=E(n) and all derivative 
terms set equal to zero. Imagine that 
the system has reached this steady-state 
value. Then, if E&s(n) is to be an equilib-
rium point, any perturbation about 
Ess(n) must result in decaying oscilla-
tions; that is, the operating point of the 
system must eventually return to Ess(n) if 
this operating point is changed slightly 
from its steady-state value. Now, if 
the perturbed values of E(n), E(n), etc., 
are denoted by e(n), e(n), etc., then to a 
first approximation, the difference equa-
tions for the perturbed error are i1 
e(n+l)^fn(T,Ess)e(n)+MT)e(n) + 
MT)Kn)+... (4A) 
e(n+l)=f;i(T,ES8)e(n)+f2?(T)e(n)+ 
MT)%n)+... (4B) 
Kn+l)=fa(T,Esa)e(n)+MT)e(n) + 
fzz(T)e(n)+. . . (4C) 
where 
f~i = ^T^ ΙΜΕ(η),Τ)Ε(η)]\Ε(η) =Ess 
j=l,2...p (5) 
Equations 4(A-C) are p first-order differ-
ence equations which can be solved for 
the perturbed error, e(ri), in a straight-
forward manner.7 If the solution for e(n) 
shows that the perturbation decreases 
with increasing nt then Ess(n) is a stable 
equilibrium point. On the other hand, 
if the solution shows that the perturbation 
does not decay with increasing w, then 
Ess(n) is an unstable point and a limit 
cycle will exist. This is certainly a neces-
sary condition for the existence of a limit 
cycle. 
We would now like to indicate the 
plausibility of this being a sufficient 
condition although this cannot be proved 
in a rigorous fashion. In the equations 
for the perturbed error signal 4(A-C) the 
quantities fij(T, E s) give the slope of the 
saturation curve at Ess. This means that 
the equations for the perturbed error sig-
nal are simply the nonlinear difference 
equations which describe the system, 
linearized in the vicinity of Ess. Also, 
the equations for the perturbed error 
signal are the same as those of the com-
pletely linearized system where this sys-
tem is one in which the saturation effect 
is ignored and the saturating element is 
assumed to have a gain of K over an 
indefinite range of input magnitudes. If 
the actual saturation curve has its maxi-
mum slope or highest gain in the vicinity 
of the origin, then the equations for the 
perturbed error signal are linearized in 
the vicinity of the highest gain. Now, if 
the completely linearized system is stable 
for this maximum gain, the equations for 
the perturbed error signal indicate decay-
ing oscillations since these equations are 
the same as those of the completely linear-
ized system. From a stability point of 
view the completely linearized system is 
' 'worse" than the saturated system be-
cause there are no bounds placed on the 
magnitude of the error signal. Conse-
quently, it is felt that if the system is 
stable when the error signal is not bounded, 
it should be stable when this signal 
is bounded. And because the equations 
for the perturbed error signal are the same 
as the equations for the completely lin-
earized system, it is believed that the pre-
viously stated condition is also a suffi-
cient condition for stability. 
In other words, the original nonlinear 
system has been replaced with a linear 
system having a gain equal to the maxi-
mum gain of the saturating system. 
Then if the linear system, which places no 
bound on the magnitude of the various 
signals in this system, is stable, it seems as 
though the saturated system, which re-
stricts the magnitude of the various sig-
nals, should also be stable since the equa-
tions for the completely linearized system 
are the same as those for the perturbed 
error of the saturating system. The 
definite exceptions to this statement are 
those systems which are conditionally 
stable, in which case a root-locus plot of 
the poles of the completely linearized sys-
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Fig. 2. A root locus plot of two poles of a 
conditionally stable sampled-data system. 
Arrows indicate the direction of increasing 
gain 
tern is outside of the unit circle in the z-
plane for certain values of gain but inside 
the unit circle for larger values of gain. 
Such a root-locus plot might be as shown 
in Fig. 2 and it seems likely that such a 
condition would occur only for very small 
values of T. 
The summary of the stability criterion 
for these systems might be stated in the fol-
lowing manner. A necessary condition for 
saturating sampled-data systems which 
contain at least one integrator to be sta-
ble (no limit cycle exists) is that the equa-
tions for the perturbed error signal show 
that the perturbation decreases with in-
creasing n. It seems plausible that this is 
a sufficient condition but this could not be 
proved rigorously. 
Compensation Procedure 
The system to be compensated is that of 
Fig. 1. It is wished to find a digital filter 
or discrete compensator which will op-
erate on the sampled-error signal in such a 
fashion as to force the error signal to zero 
for inputs which are step functions of re-
stricted magnitude or ramps with re-
stricted slopes. In block diagram termin-
ology this means that we want to find the 
Fig. 3 (below). A block diagram showing the 
compensator, D*(z) 
D*(z) of Fig. 3 which will force the error 
to zero, subject to the condition that D*(z) 
be physically realizable. By physically 
realizable8 is meant that the roots of the 
denominator of D*(z) must lie inside the 
unit circle in the z-plane and that the 
highest power of z in the denominator of 
D*(z) must be equal to, or greater than, 
the highest power of z in the num-
erator. 
For simplicity, assume that what is 
wanted is to find a discrete compensator 
which will force the system to follow step 
functions with a restricted range of mag-
nitudes. Apply a step function equal to 
the saturation level of the amplifier to the 
linear part of the system and find the time 
required for its output to reach a value 
equal to the maximum step function the 
system is to follow. This time places a 
lower bound on the time or number of 
sampling periods required for the error 
to go to zero for the entire range of input 
magnitudes and determines the minimum 
number of sampling periods which must 
elapse before the output and input can be 
equal for all values of the input. Now 
since this minimum time was determined 
by applying the maximum step function 
possible to the linear part of the system, 
it is obvious that the output of the system 
cannot be made equal to the input for all 
time in this minimum time. The time 
required to do this must be greater than 
this minimum time since a negative signal 
must be applied to the linear part of the 
system to keep the output from overshoot-
ing its desired value. In other words, 
if the system is initially driven in one 
direction with a series of positive pulses, 
then the only means of bringing the output 
to some constant value is to apply a series 
of negative pulses to the system later. If 
these later pulses are properly chosen it is 
possible to force the output to be equal to 
the input for all time after the second 
pulse sequence is applied. Thus, the 
initial problem which must be solved is to 
find a series of pulses of duration T which 
will cause the output and input to be the 
same within a reasonable length of time. 
The duration of these pulses must be T 
because the error signal of the system can 
change only at the sampling instants, and 
the magnitudes of these pulses must be 
less than the saturation level of the ampli-
fier. This second condition is the one 
which causes the difficulty and makes this 
problem different from that of finding a 
discrete compensator for a linear system. 
The series of pulses required to force 
the output to equal the input can be 
found as follows. Consider the sequence 
of pulses which are applied to the input 
of the linear element to be composed of a 
series of delayed step functions as shown 
in Fig. 4. Then, using the delayed step 
functions as the input to the linear part 
of the system, the output of the linear 
element can be written: 
K 
c{t) = Y^Hih(t-iT) (6) 
i = 0 
where h(t) is the step-function response of 
the linear system. The number of step 
functions, (K-\-l), is determined from a 
consideration of the range-input magni-
tudes 'which the system should follow 
and it is possible to determine the range 
of input magnitudes for a given K. This 
will be pointed out in example II. Thts 
equation for c{t) will contain terms which 
involve t and terms which do not involve 
t The quantities which involve / are 
equated to zero for t>KT and the sum 
of the constant terms is equated to the 
position of the discrete 
H 2 
2T 5T 
— 1 — 
Fig. 4 (right). ( A ) The compensating step-function sequence at point 
A . (B) The equivalent pulse sequence at point A ; H (0 ) = H 0 / H ( 1 ) 
= Η ο + Η ΐ 7 H (2 ) = H 0 + H 1 + H 2 / e t c . 
(A) 
H(0) 
H(l) 
H(3) 
H(2) 
H(5) 
POINT A 
(B) 
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Fig. 5. The unit step-function 
response of G(s) = 1 /s(s -+- 1) 
2 . 0 
1.5 
.1.0 
0.5 
c(t) 
/ 
TIME (SECONDS) 
1.0 2 .0 3.0 4 .0 
value of the largest input step function 
the system will receive. This gives the 
relationship between the Hi's necessary 
to force the output to be equal to the in-
put. There will always be more unknown 
Hi$ than there are equations indicating 
that some of the Hi's can be arbitrarily 
specified. For convenience the Hi's will 
be arbitrarily specified from H0 onward. 
For example, if three values of Hi can be 
specified, then the three values chosen 
will be assigned to HQ, Hh and H2. Then 
solve for the unknown Hi's in terms of 
those specified as arbitrary. 
The word arbitrary has been used 
loosely here since the condition of re-
stricted magnitude must be imposed on 
the amplitude of the impulses. To find 
what must be done to satisfy this condi-
tion, let V denote the saturated output 
of the amplifier. Then, the restricted 
magnitude condition can be stated: 
\Ho\ £ V 
mined, the discrete compensator which are discrete signals which are zero after a 
[HO+HA^V 
(7A) 
(7B) 
{Ηο+Η,+ .,.+ΗκΙ^ V (7K) 
Since all of the unspecified Hi's have been 
expressed in terms of those we are at 
liberty to specify, all of these (Κ+Ϊ) 
equations can be written in terms of only 
those Hi's which are arbitrary. These 
equations take care of the magnitude 
restrictions and then simply find the un-
specified Hi's which satisfy these magni-
tude conditions. After obtaining them, 
compute the other Hi's and obtain the 
desired sequence of pulses. This can be 
done in a straightforward manner. 
Once the pulse sequence has been deter-
will produce this sequence of pulses can 
very easily be found. Knowing the 
pulse sequence, the sampled output of the 
system and the signal E{n) of Fig. 3 may 
be found as also the sampled error, E(n), 
since the sampled input and output 
are known. E(n) is the input to D*(z) 
and E(n) is the output of D*(z). Both 
-2'.0 -1 
(A) 
///// 
///// 
- 1 .0 * 
- 2 . 0 -
H, 
-2 .0 
r l . O 
'///// 
Ho 
1.0 2'.0 
- 2 . 0 
finite time. This means we can take the 
z-transform of these two signals and ob-
tain 
D*(z) = 
£*(*) 
E*(z) 
(8) 
D*(z) will always be a stable device since 
it has a bounded output, E*(z), for a 
Fig. 6. ( A ) Magnitude restrictions imposed by equations 21 and 22. (B) Magnitude restric-
tion imposed by equation 23. (C) Magnitude restriction imposed by equation 24 
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bounded input, E*(z). I t is physically 
realizable since its output is zero before 
the input is applied. 
In this process, the system has actually 
been compensated for the largest step the 
system will receive and in doing this the 
amplifier has really been forced to operate 
in its linear region. This might not be 
evident from the preceding discussion but 
it will be made clear in the examples which 
follow. Consequently, the system will 
follow all step functions within the range 
considered. In addition a system has 
been arrived at which is guaranteed to be 
stable since there is a bounded output for 
a bounded input. 
Example I 
In Fig. 3 let G(s) = l/s(s+l), Γ=1.0 
second, and for convenience assume the 
saturation curve is given by equation 2 
with j£=1.0. A discrete compensator is 
to be found which will allow the system 
to follow step inputs whose magnitudes 
may be as large as two units. 
First find the response of G(s) to the 
largest step function this linear network 
can receive. In this example it will be a 
unit step and for a unit step input, the 
output of G(s) is 
c ( 0 = / - l + e ~ / (9) 
This response is shown in Fig. 5 and it is 
seen that it takes 2.95 seconds for c(t) to 
reach 2.0 volts. This is the minimum 
time required to have the output equal 
to the input for all inputs up to and 
including 2 volts. In other words, it will 
require at least three sampling periods 
to do this but four sampling periods will 
allow a little freedom in finding the dis-
crete compensator. If the output is to 
equal the input after four sampling periods, 
then i £=4 in equation 6 and the output 
of the linear element can be written: 
4 
c(t) = y2Hi[(t-iT)-l+e-^'iT^} (10) 
This equation may be written in the 
following form with 7*= 1.0 
4 4 4 
c{t) = tyjHi-T]iHi-Y\Hi+e^
tX 
<>4.o f^o f^0 f^0 
4 
ΣΗ*β* (11) 
» = 0 
If c(t) is to equal 2.0 for all *>4.0, then 
the first and third terms of this equation 
require that 
Σ*-0 (12) 
i = 0 
Fig. 7. The superposition of all magnitude restrictions imposed on H0 and H i . Shaded 
region shows permissible values 
ΣΗ*ί=ο (13) 
t = 0 
The second term, which does not involve 
time, is equated to 2.0 giving us the third 
condition which must be satisfied. It is: 
which must be satisfied if the magnitude 
of the pulses are to be limited. Refer 
now to Fig. 6. The first two magnitude 
conditions are: 
2><-
|ΑΌ|^Ι.Ο 
| # o + # i K l . O 
(21) 
(22) 
-2.0 (14) 
* = 0 
If these equations are satisfied, then c{t) 
will equal 2.0 for all f>4.0. Writing 
out these equations shows: 
#o+i2i+tf2+iJ3+tf4 = 0 (15) 
Ηο+2.718#ι+7.39Η2+20.09#3+ 
54.60#4 = 0 (16) 
^ + 2 ^ 2 + 3 ^ + 4 ^ 4 = -2.0 (17) 
and the last term requires that 
As has been previously mentioned, we 
have three equations and five unknowns. 
To solve these equations assume that Ho 
and Hi axe known and solve for iJ2> HZ} 
and H4 in terms of H0 and Hi. Then 
H2= -3.82Ηο-2.03#ι+3.12 (18) 
if3 = 3.67iio+1.705iIi-4.25 (19) 
Hi= -0.86#o-0.397#i+1.14. (20) 
Now impose the magnitude restrictions. 
This is most easily done by drawing an 
HQ> H\ plane and plotting the equations 
Equation 21 eliminates that part of H0> 
Hi plane to the right of the line H0=l 
and the left of the line H0 — —1.0; equa-
tion 22 eliminates the section above the 
line Ho+Hi= + 1.0 and below the line 
Ho+Hi= — l.Q. This is shown in Fig. 
6(A). The third magnitude condition is: 
\Ηο+Ηι+Η2\ ζ 1.0 
Using equation 18 this becomes: 
| -2.82#ο-1.03/Ζι+3.12| ^ 1.0 (23) 
Equation 23 eliminates the section to the 
right of the line (-2.82 # 0 - 1 . 0 3 Hi+ 
3.12 = 1.0) and to the left of the line 
(-2.82 Ho-1.03 i ? i+3 .12=-1 .0 ) and 
this restriction is shown in Fig. 6(B). 
The fourth condition is: 
|#0 + #1 + #2 + # 3 | ^ 1.0 
And using equations 18 and 19 this be-
comes : 
|0.86#o+0.397i/i-1.14|^ 1.0 (24) 
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1.0 
0.5 
H(n) 0 
-0.5 + 
2.0 
1 
1 ' ' > 3 
TIME (SECONDS) 
41 5 
ö*(z) = 
1.0^3+1.0z2+0.30z-0.28 
2.038+1.632zs+0.8e5z+0.21 
(27) 
(A) 
TIME (SECONDS) 
l L 
Fig. 8. ( A ) The puls« sequence to compensate G(s) = 1 /s(s+1) with T = 1.0 second. (B) The 
output of the system when this pulse sequence is applied to the input of G(s) 
Equation 24 eliminates no additional 
region of H0, Hi plane as is seen in Fig. 
6(C). The fifth magnitude condition is 
automatically satisfied since we have al-
ready imposed the condition ΣΗί = 0 in 
determining the individual Hi's. 
The result of all the magnitude restric-
tions is completely shown in Fig. 7. I t 
is seen that any values of Ho and Hi 
bounded by the three lines (#0=1.0), 
(HQ+HI=1.0), and (-2 .82 £Γ0-1.13 Hi 
+3.12 = —1.0), will satisfy the magni-
tude restrictions and also force the out-
put to equal the input in 4 seconds. 
To find the sequence of pulses let us 
arbitrarily select H0=1.0 and Hi = 0. 
Then H2= - 0 .70 ; 2 J 3 =-0 .58 ; andt f 4 = 
0.28. For these values of Hif the desired 
pulse sequence is 1, 1, 0.30, —0.28, 0, 0, 
. . . This pulse sequence and the output 
of the linear system are shown in Fig. 8. 
Since the output has been allowed to 
reach a value of 2.0, this is the response 
the system will have when the input is 
2.0. Determining the discrete compen-
sator which will give this response when 
the input is 2.0 units is straightforward 
now that the proper sequence of pulses 
has been found. If the input is 2.0 
units and the output of the system is as 
shown in Fig. 8(B), then the sampled 
error is: 
!
2.0 
1.632 
0.865 
0.210 
0.0 
w = 0 
» = 1 
« = 2 
n = 3 
n>4 
(25) 
Knowing the pulse sequence which must 
be applied to the linear part of the sys-
tem, that is, at the output of the saturat-
ing amplifier, next find the input to the 
amplifier required to give this output. 
In this example assume the gain of 
the linear region of the amplifier to be 
unity and so: 
1.0 
1.0 
0.30 
- 0 . 2 8 
0.0 
n = 0 
rc = l 
w = 2 
w = 3 
n>4 
£(»)=< n  2 (26) 
[ - « = 3 
lO O w^>4 
Using equation 8 it is finally found: 
_ , N 1.0+1.0*-1+0.30*-1-0.28s-8 
This is the discrete compensator which 
will force the output to follow a step-
function input whose magnitude is less 
than or equal to 2.0 units. 
In addition to showing the procedure 
for determining the discrete compensa-
tor, this example has also indicated several 
other characteristics of the method. The 
most obvious one is that an identical 
scheme can be used to find a discrete 
compensator which will follow ramp in-
puts. To do this all that must be done is 
to place different specifications on the 
Hi's of equation 11. For example, if it is 
wished to find a discrete compensator to 
follow ramp inputs whose slope was less, 
than one, then impose the conditions 
J>=1.0 
* = 0 
4 
-ΣίΗ*-Σ Hi=M 
t = 0 
Σ#ν'=ο 
2.0+1.6322-1+0.865-2+0.21-3 
or 
and find the Hi's as before, subject to the 
magnitude restrictions. With the Hi's 
determined, the discrete compensator is 
found exactly as it was for a step input. 
Also, if the system has a time delay, 
this same method can be used both for 
step and ramp inputs. And, if it is de-
sired, some of the Hi's which were left 
unspecified can be used to place restric-
tions on the derivatives of the response to 
insure, for example, a continuously in-
creasing response. Thus, having arbi-
trary values of Hi at our disposal is 
good in that it allows additional freedom 
in meeting simultaneous specifications 
on the response and its derivatives. 
Example II 
In example I the discrete compensator 
was determined in a relatively easy 
fashion but no investigation was made in 
any detail on the limitations which arise 
when the time at which we wish the out-
put to equal the input is selected. In this 
example it will be shown how this time, 
or the number of pulses in the pulse se1 
quence used for compensation, is related 
to the range of input step functions the 
system will follow. 
In Fig. 3 let G(s) = (s+0.5)(s+2)/ 
s(s2+2s+s) a n d r = 1.0 second. Also let 
the input-output characteristics of the 
amplifier be given again by equation 2 
with i£=1.0. If a unit step function is 
applied at the input of G{s), then the out-
put of G(s) is: 
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1.00 
0.75 
0.50 
0.25 
0 
c(t) 
0 1 1. 0 2 0 
I y 
s 
TIME (SECONDS) 
3.0 4.0 
Fig. 9. The unit step-function response of G(s) = 
(s+0.5)(s+2) 
s(s*+25 + 5) 
φ ) = 0.25+0.42-0.521ίΓ<Χ 
sin (2/+53.60 (degrees)) (28) 
This response is shown in Fig. 9. 
Use a sequence of six pulses to com-
pensate the system and investigate ex-
actly what can be done with those six 
pulses. With this input to G(s) its out-
put is: 
6 
φ ) = ν # ί [ 0 . 2 5 ( * - * ) + 0 . 4 2 -
/>6.o f^o 
0.521«~(<~Ä) sin [2(/-*)+53.6°] ] 
or 
6 6 
c(/) = 0.25/Vii i-0.25VV^i i i+0.42X *>6.0 fzb fri 
6 6 
i=0 i=0 
[cos~2*sin(2/+53.6°)-
sin2* cos (2t+53.6°)] (29) 
Now suppose that c(t) = a. constant, A, 
for />6.0 and try to determine the maxi-
mum value of A. Then from equation 
29 it can be seen that for this condition 
to be satisfied 
Here are four equations and seven un-
knowns. Consider H0, Hi, and H2 as 
known and solve for the other Hi's in 
terms of H0, Hh H2, and A. Doing this 
it is found that the unknown Hi's can be 
expressed as: 
Hz = -1.693#2-2.345iIi-3.051i?o+ 
2.773,4 (34) 
# 4 = -1.847#3-2.622#2-3.412#ι-
4.216i2o+3.2(M (35) 
Hh = 2.0tf4 -3 .0^ 3 -4 .0^2 -5 .OH1-
6.0#o+4.0,4 (36) 
HQ = — H&—Hi—Hz — H%—H\ — HQ (37) 
6 
* = o 
6 
^Hie1 cos 2i = 0 
*=0 
6 
y^jHie
i sin2i = 0 
(30) 
(3D 
(32) 
(33) 
In these equations specify Ho, Hi, and H2. 
Then take Ho —1.0 to try to obtain a good 
initial response but let Hi and H2 remain 
arbitrary and assume that whatever 
these values are, they satisfy the magni-
tude conditions imposed by the satura-
tion curve. This means that: 
| l + H i | ^ 1 . 0 (38) 
[ l+Hi+Äil ^ 1.0 (39) 
The fourth magnitude condition is: 
|fZo+Hi+#2+tf8| ^ 1.0 
|-2.051-1.345Hi-0.693Ä2+2.7734| ^ 1.0 
(40) 
Now find values of Hi and H2 which will 
maximize A subject to equations 38 and 
39. Since Hi must be <0 , the best 
choice of Hi is H} = 0. Similarity if Hi = 
0, then H2< 0 and also is set H2 = 0. This 
means: 
|-2.051+2.773.41^ 1.0 (41) 
So the maximum value of A is given by: 
-2.051+2.7734 = 1.0 (42) 
4 = 1.10 (43) 
Thus, using six pulses the best that can 
be done is to obtain a discrete compensa-
tor which will force the system to follow 
step inputs up to 1.10 times the voltage 
required to saturate the amplifier. This 
is because the maximum constant value 
the output can attain with six pulses of 
restricted magnitude is 1.00. Whether 
or not this can be done depends upon the 
restrictions imposed by the remaining 
magnitude conditions. 
If a sequence of eight pulses had been 
used to compensate the system, equations 
30-33 would have been the same, except 
that the summations would be from i = 0 
to * = 8. In this case there would be 
four equations and nine unknowns and 
if it is solved for the last four Ht$ in 
terms of the first five, it would be found 
that: 
H5= -(1.578i?4+2.157i?3+2.837i?2+ 
3.489#i+4.133#o)+2.583,4 (44) 
tf6= -(2.235i76+3.262if4+4.321#3+ 
5.395#2+6.466#i+7.534#0)+4.275.4 
(45) 
H7= - ( - 2 . 0 # 6 - 3 . 0 Η 5 - 4 . 0 Η 4 -
5.0Ä"s-6.0Ä"2-7.0Äi-8.0i2O)+4i4 (46) 
#8= -(ΗΊ+Η*+Ηδ+Η*+Η3+Η2+ 
Hi+Ho) (47) 
Then, as was done with the six pulses, 
start finding the restrictions on the i7/s 
which the saturation effect causes. The 
maximum value of A will result if H0 — 
1.0, Hi=H2=H3=H4=0 and then the 
sixth magnitude condition reduces to: 
\Ηο+Η6\ = \ΐ+Η6\ζΐ.Ο 
| -3 .133+2.5834|^1.0 
This shows that the maximum value of 
A is given by: 
4 4.133 A= = 1.60 
2.583 (48) 
Thus, using an 8-pulse sequence, the 
best that can be done is obtain a discrete 
compensator which will force the system 
to follow step inputs up to 1.60 times the 
voltage at which the amplifier saturates. 
The remaining magnitude conditions will 
determine whether or not this is possible. 
This example has shown how one can 
determine the range of input which can 
be followed for a given pulse sequence. 
This means that once the range of inputs 
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or 
or 
which the system will receive is known, i t 
is possible to design a discrete compensa-
tor to force the system to follow these 
step inputs in a straightforward manner . 
There is no restriction on the order of t he 
transfer function b u t this t ransfer func-
tion must have a t least one integrator . 
If the system exhibits a limit cycle with-
out the compensator, then the discrete 
compensator bo th stabilizes and com-
pensates t he system. 
Conclusions 
Saturating sampled-data systems have 
been examined and a stabili ty criterion 
for such systems was developed. Also, a 
method to determine a digital filter or 
Discussion 
C. A. Desoer and S. Kodama (University of 
California, Berkeley, Calif.): The author 
has presented an interesting paper on non-
linear sampled-data systems. He deserves 
commendation, for this is a difficult subject 
on two counts: first, it is nonlinear, and sec-
ond, the presence of the sampler makes it 
time varying. We would like, however, to 
offer some comments* particularly on the 
section of the paper entitled, "Require-
ments for Stability." 
From the paper it seems tha t the author 
believes the following to be true: For a 
saturating sampled-data servo such as the 
one shown in Fig. 1 of the paper, when the 
transfer function G(s) is of the order p and 
contains a t least one but not more than (p — 
1) integrators then, for any finite sampling 
period, the magnitude of the sampled-error 
signal is bounded. 
First, this theorem as it stands is mislead-
ing and may suggest incorrect conclusions, 
and second, a study of the author's proof 
(reference 6 of the paper) discloses some gaps 
in the reasoning. 
Tha t the theorem is misleading is best 
shown by a counter example:1 Let the 
saturating amplifier have unity gain over its 
linear region and let G(s) = l / s 2 ( s + l ) , then 
it can be shown that , if the input r(t) re-
mains equal to zero, any output phase-space 
trajectory which starts from the subspace 
defined by c(nT) = E0> 6(nT)>5.5 E0, E0> 
c(nT)>0, becomes unbounded regardless 
of the sampling period. More precisely, 
it can be shown that the output behaves in 
an oscillatory manner; its amplitude and 
half-cycle period increase with time a t least 
logarithmically. 
Since the author's theorem leads to errone-
ous conclusions it should be useful to indicate 
where the proof's logic (reference 6 of the 
paper) is faulty. The author 's method of 
proof consists of the following steps: 1. he 
assumes tha t all the derivatives of e(t) of 
order p — \ and higher are bounded, 2. he 
uses equations 3(A), 3(B), 3(C), etc., to 
express E(n-\-1) as a linear combination of 
* The results reported here came from research sup-
ported by the U. S. Air Force through the Air Force 
Office of Scientific Research of the Air Research and 
Development Command, under Contract no. 
AF18(600)-1521. 
discrete compensator to force these sys-
tems to follow step and r a m p inputs was 
presented and i t was also shown how the 
range of inpu t signal magni tudes which 
the sys tem will follow is rela ted to the 
complexity of t he digital filter. T h e pro-
cedure presented to obtain this filter was 
developed for sampled-data sys tems b u t 
i t can be equally well applied to find a 
digital filter for continuous systems which 
have a sa tura t ing element. 
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Let p be the degree of the denominator 
polynomial of G(s). Differentiating this ex-
pression k times with respect to /, 
/
+oo 
Kr)g\t-T)dT k = l,2...p-l 
— 00 
where gk(t) denotes the &th derivative of g(t) 
taken in the distribution sense2 so that it 
may contain impulses, doublets, etc., a t / = 0. 
As a result of the piecewise continuous char-
acter of h(r), the aforementioned equality 
may not have a meaning where £>2for i = 
nT because distribution theory does not 
define the integral of an impulse times a 
function tha t is discontinuous a t the impulse. 
In view cf the assumptions on G(s), g(t) is of 
the form 
g{t) = A + Y^(^Akl
l^e^ (49) 
k I 
where Re(pk)<0 for all k's, hence all its 
derivatives are absolutely integrable, in 
particular, 
r°°\gk(t)\dt<Mk (k = l,2...p-l) 
%J — 00 
where Mk is an appropriate positive con-
stant. Since for all t, \h(t)\ < H0 we have 
\c\t)\<H0 [
+COg\t-T)dT 
and 
\c\t)\<H0Mk (k = l,2...p-l) 
the inequality being valid for all / if k = 1 but 
may not be valid a t sampling instants for 
k>2. I t should be stressed that the uni-
form boundedness of all derivatives of the 
output c{t) (except possibly a t sampling 
instants) follows from the fact that G{s) con-
tains a single integrator and that its other 
poles lie inside the left-half plane. 
I t remains to show that c(t) itself is uni-
formly bounded. If it can be proved that 
the servo cannot remain in saturation for a 
time longer than Ti (where Ti is a constant 
independent of the initial conditions and 
dependent only on the characteristics of the 
servo) then, the already proved bounded-
ness of 6{t) implies that c(t) is bounded. In 
particular 
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\c(t)\<Eo+H0Mi~^ 
Δ 
This inequality follows from the follow-
ing geometric argument: When the servo 
enters saturation, c(t) = E0. (Here we as-
sume positive saturation; in case of nega-
tive saturation c(t)= —Eo but the remainder 
of the argument follows with a few trivial 
changes.) The existence of T\ means tha t 
during the following T\ seconds the servo 
has come out of saturation. Therefore the 
largest excursion of c{t) would occur if c(t) 
would increase a t the maximum rate for 
Ti/2 seconds and decrease a t the maximum 
rate for the remaining 7Ί/2 seconds. 
I t remains to establish the existence of 
time T\. Suppose the servo enters satura-
tion (c(t)>Eo) in the interval (m-l)T<t< 
mT and is still in saturation a t t — mT, 
then c(mT)<Eo-{-HoMiT since the slope of 
the curve c(t) is always smaller than H0Mi. 
Thus, as long as the servo remains in satura-
tion the following situation exists: 1. the 
input to G(s) is —Ho, and 2. the initial 
values just after the sampling instant mT 
are such that Eo<c(mT)<E0+H0MiT, 
\ck(mT+)\<H0Mfc(k = 1,2. . .p-l). The 
solution of the differential equation indicates 
tha t as long as the servo is in saturation and 
t>mT 
p - l 
Φ) = Σ c\mT+)Mt-tnT)-
£•=0 
Ho Γ g(r-mT)dr (50) 
J mT 
The pole locations of G(s) require tha t the 
transients ^{t — mT) are of the same form 
as the right hand side of equation 49. 
Therefore the function 
m - l 
Λ0 = Σ c\™T+)Mt-mT) 
k=0 
TH E R E A R E M A N Y pr iva te tele-graph networks in t he Uni ted Sta tes 
serving industrial , commercial , financial, 
and t ranspor ta t ion organizations, and 
used for the transmission of in t racompany 
message traffic, da t a transmission, and 
telemetering. I n size there is a wide 
range, from small ne tworks wi th a home 
office and a single branch, to large and 
highly complex ones wi th tens of thou-
sands of miles of facilities, hundreds of 
operating points, and weekly message 
files running into six figures. T h e 
majori ty of pr ivate networks lease bo th 
equipment and facilities. However some 
is uniformly bounded for all t>mT by a 
constant M which is independent of the 
initial conditions since the latter are uni-
formly bounded. Now, equation 50 cannot 
hold for arbitrarily large t since the integral 
SmTg{T—mT)drt for large enough /, in-
creases linearly with /. As a consequence 
c(t) given by equation 50 will eventually be-
come smaller than Eo and the servo will 
come out of saturation. The time the servo 
will remain in saturation will be bounded 
above by ΤΊ = Γ 0 + Τ where Γ0 is the smallest 
number x such tha t 
I g(r)dr = 
JO H° 
From this expression it is apparent tha t T\ 
depends exclusively on the characteristics 
of the servo and is independent of the initial 
conditions. 
In short, it has been shown that , except 
maybe a t the sampling instants t = nT, the 
phase-space point [c(t), c(t), c(t). . .cv-\t)] 
remains inside the parallelpiped defined by 
the following inequalities 
UwlKEo+HoM^1 
\c\t)\<H0Mk (k = l,2...p-l) 
These inequalities hold whatever might be 
the initial conditions. The only thing tha t 
was proved was the boundedness of c(t) and 
its (p — 1) first derivatives. This does not 
imply tha t the servo is asymptotically 
stable which would require proving tha t c(i) 
and its (£ — 1) first derivatives goto zero, as 
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own their operat ing equipment and lease 
facilities, while others own. bo th equip-
m e n t and the p lant t h a t provides the 
facilities. 
Mos t t runk circuits are routed via voice-
frequency channels wi th either 150 or 
170 cps (cycles per second) allocated to 
each channel . There are, however, a 
number of radio circuits and a few physical 
lines of modera te length. Local drops 
are usually metall ic loops. 
T h e s t andard method of operat ion is 
s tar t -s top a t ei ther 60, 75, or 100 w p m 
(words per minute) . T h e exceptions in-
clude some leased multiplex channels, an 
Francis J. Mullin: The author would like 
to thank Professor Desoer and Mr. Kodama 
for their discussion and certainly agrees with 
their results: namely, tha t if the sampled-
data system shown in Fig. 1 contains a satu-
rating element and G(s) is a transfer func-
tion with one integrator and all of its re-
maining poles in the left-half s-plane, then 
the continuous output of the system is 
bounded for all time. This is in contrast 
to the statement in the paper which per-
mitted G(s) to contain (p — 1) integrators 
and still have a bounded output. This 
statement in the paper of the restrictions on 
G(s) is incorrect. G(s) may contain only a 
single integrator if the output of the satu-
rating system is to be bounded. 
The proof for the boundedness of the out-
put which the discussers have presented is 
both understandable and clever. The idea 
of showing that the system cannot remain in-
definitely in saturation is the key to their 
argument and the fact tha t this is true, 
definitely shows the boundedness of the 
output. 
The argument which was originally used 
to show the boundedness of the output 
was based on the difference equations which 
describe the sampled-error signal. The 
sampled-error signal was expressed as a 
combination of sampled derivatives of the 
error signal and since all derivatives are 
bounded, it was believed the sampled-error 
signal was bounded. This is true only if 
G(s) is a stable transfer function with a single 
integrator. If this condition is not satis-
fied, then it is not possible to express the 
sampled-error signal in terms of the deriva-
tive quantities because some coefficients of 
the difference equations are identically zero. 
This fact was overlooked in reference 6. 
At any rate, the question on the bounded-
ness of the output of the system in Fig. 1 
has been cleared up by the discussion and the 
author appreciates the efforts of the dis-
cussers and this contribution. 
occasional morse circuit left over from the 
past , te lautographs or facsimile for cer-
ta in types of local service, and a few 
wide-band installations for da t a t rans-
mission. T h e advantages of s tar t -s top 
operation are obvious. Instal lat ions are 
easy to make , convenient methods of 
switching a re available, maintenance and 
planning problems are relatively simple, 
and, when traffic loads are light, ordinary 
typis ts can t ake the place of professional 
telegraphists. 
In areas where lines or facilities are 
cheap, plentiful, and efficient, s tar t -s top is 
undoubtedly the preferred method of 
operation. On the other hand, where 
circuits a re costly, and accuracy and 
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